
•	 Prints 55 full-color envelopes per minute 

•	 A top-load bottom-feed feeder and a coordinated high-capacity conveyor insures 
continuous production 

•	 Capable of feeding  a wide variety of products and sizes such as envelopes, card stock, 
postcards, labels, standard paper, and more. 

•	 Feeds sizes from 3” x 5” up to 12” x 18”

•	 Prints return address, logo, mailing address, bar code, and personalized messages all in 
one pass. 

•	 Feeding letterhead stock from the standard paper drawers allows for an exact color-match 
between letterhead, business cards, and printed envelopes. 

•	 Excellent color matching provided by the embedded Fiery System 8e.
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Oki Data Americas, Inc.
USA
2000 Bishops Gate Blvd.
Mount Laurel, NJ 08054-4620
Tel: 800.OKI.DATA (800.654.3282)
Fax: 856.222.5320

www.okiprintingsolutions.com

Canada
2735 Matheson Blvd. East
Mississauga, Ontario L4W 4M8
Tel: 905.238.4250
Fax: 905.238.4421

Latin America
2000 Bishops Gate Blvd.
Mount Laurel, NJ 08054-4620
Tel: 856.231.0002
Fax: 856.222.5071

Oki Data de México, S.A. de C.V.
Mariano Escobedo, 748 8º Piso 
Col. Nueva Anzures C.P. 11590 
México, D.F.
Tel: 55.5263.8780
Fax: 55.5250.3501

Oki Data do Brasil Informática Ltda.
Av. Alfredo Egídio de Souza Aranha, 100 
Bloco C – 4º andar 
04726-170 – São Paulo – SP – Brasil
Tel: 11.3444.3500  
Fax: 11.3444.3502

Specifications 
Printer 

�Print Speed:�Up�to�36�ppm�Color;�up�to�40�ppm�Monochrome1

Processor:�EFI®�X8e�1�GHz�Intel®�Celaron®

File Storage:�40�GB�Hard�Disk�Drive
 Print Resolution:�True�1200�x�1200�dpi�
Duty Cycle:�Up�to�150,000�pages�per�month
�Connectivity:�RJ-11,�RJ-45;�USB�v2.0
�Network I/F:�OkiLAN®�10/100�Base-T�Internal�Ethernet�Print�Server �standard
�Emulations:�PCL®�5c,�PCL�6;�Adobe®�PostScript®�3™�standard�(Adobe�3017);��
Direct �PDF�Printing�(Windows®�OS�only)�
�Operating Systems:�Stand-alone�and�network�–�Windows�Vista®�(32-/64-bit),��
XP�(32-/64-bit),�2003�Server�(32-/64-bit),�2000;�Mac®�OS�X�10.4.3�and�higher
�Resident Scalable Fonts: 136�Adobe�PostScript�fonts;�45�PCL�fonts�
�Bitmap (PCL) Fonts: Line�printer,�OCR-A�and�OCR-B�

Copier 
�Copy Speed:�Up�to�36�cpm�Color;�up�to�40�cpm�Monochrome1

�First Copy Out Time: As�fast�as�12�sec.�Color;�11�sec.�Monochrome1

�Warm-up Time:�Less�than�30�seconds
�Operator Panel:�8.4-sq.�in.�Touch-screen�LCD;�full-color�GUI
� Copy Resolution:�600�x�600�dpi
�Copy Modes:�Mixed,�Text,�Photo,�Hi-Resolution
� Copy Scaling:�13�preset�settings
�Zoom Range:�25%�to�400%�in�1%�increments
��Density/Sharpness Control:�11�levels�(lighter/darker)
��Color Intensity Control:�11�levels�+�4�color�presets
��Background Removal:�11�levels
�Copy Quantity Selection:�1– 999�copies�from�original
��Copy Features:�Mixed�Media�Sizes,�Auto�Scaling,�N-up,�Edge/Center�Erase,�
Contrast,�Brightness,�Book�Copy,�Job�Build,�Job�Offset,�Duplex,�Auto�Tray�
Switching,�Margin�Shift
�Size/Orientation Auto-Detect:�Differentiates�between�Letter/Legal,��
Letter/Landscape,�Letter/Portrait,�and�Tabloid�originals�

Scanner 
Scan Type:�Duplex�single-pass�feed�(ADF�scans�both�sides�at�same�time)
Scan Method:�Color�CCD;�24-bit�color�depth
 Scan-to-ECM:�EFI�SendMe™�embedded�optional�ECM�connectors
Scan-to-Email/Scan-to-File

� File�Formats� PDF,�TIFF,�M-TIFF,�JPEG,�PCX,�MS™�Word�
� Protocols� SMTP,�POP3�FTP
� Mail�Server��
� Authentication�Protocols� LDAP,�Kerberos

� Authentication�Server�Types� MS�Active�Directory�2000/2003,�
��  Lotus®�Domino®�R6.5,��
��  MS�Exchange�2000/2003

Optional Super G3 Fax
�Modem Speed: 33.6�Kbps�
�Transmission Speed:�3�sec./pg.2�
�Fax Resolution:�Standard�200�x�100�dpi;�Fine�200�x�200�dpi;��
Photo�200�x�200�dpi�
�Broadcast Transmission: 100�stations�max.
 Fax Functions: 10-Key�dial,�One-Touch�dial,�Speed�dial,��
Group�dial�(10�groups�max.),�Auto�redial,�Delayed�transmission
�File Compression Modes: MH,�MR,�MMR�
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Networking
�Auto Protocol and Port Switching
IPv6 Support and SSL Support: IP�over�SSL,�LDAP�over�SSL
�SNMP v3 Support
Auto IP:�DHCP�and�BOOTP
NDS and SMB Support
AppleTalk® and NetWare 6 Compliant:�IPP,�NDDS�gateway�printing,�point-and-print
Port 9100 (with BiDi Support)
IPP Support
Bonjour Support (formerly�Rendezvous)

System Memory
�Standard/Maximum Imaging RAM:�1�GB
Scan Buffer RAM:�128�MB
�Image Processing RAM:�384�MB
Scanner Flash Memory:�512�KB

Paper Handling
Scanner ADF:�Up�to�100�sheets,�16�lb.�–�28�lb.�bond�(80�gsm)
�Printer Paper Input: 2,120�sheets�standard�(1�x�530-sheet�tray�+�1,590-sheet�
High-capacity�Feeder)
�Manual Feed Input:  230�sheets�–�mailing�label�stock,�envelopes,��
banners�up�to�12.9"�x�47.24"�(32.7�cm�x�120�cm)
 Paper Weight: Trays�1�thru�4�–�17�lb.�bond–80�lb.�cover�(64–216�gsm);��
Multipurpose�tray�–�17�lb.�bond–170�lb.�index�(64–307�gsm);�duplex�–��
20�lb.�bond–65�lb.�cover�(75–188�gsm)�for�letter�and�tabloid�sheets�
 Automatic Duplexer:�2-sided�printing�standard

Optional Finisher
Features: Sort/Non-sort,�Staple,�Punch,�Book�bind
Number of Trays: 2
Paper Capacity: 1,000�sheets
Paper Size: Up�to�11"�x�17"
Max Number Sheets for Stapling: 50�sheets
Stapling Positions: Single-�and�multi-staple;�edge�and�center�(saddle-stitch)

Optional Hole Punch Unit
Hole Punching: 2-�and�3-hole�punch

Environmental
�HxWxD without Finisher:�54.88"�x�26.48"�x�34.59"�(139.3�cm�x�67.2�cm�x�87.8�cm)
HxWxD with Finisher:�54.88"�x�57.01"�x�34.59"�(139.3�cm�x�144.7�cm�x�87.8�cm)
�Height with Scanner Stand Fully Extended:�71.43"�(181.3�cm)
Weight without Finisher:�434.31�lb.�(197�kg)
Weight with Finisher:�601.86�lb.�(273�kg)
�Power Consumption:�Typical�750W,�Peak�1500W,�Idle�200W�(average),��
Power�Save�Mode:�<80W
�Acoustic Noise:�Operating:�58�dB(A)�or�less,�Standby:�42�dB(A)�or�less,��
Power�save:�28�dB(A)�or�less
�ENERGy STAR® Compliance:�Yes

For more information on�the�CX3641�MFP�and�supplies,�including��
OKIcare®�Extended�Service�Programs:�1.800.OKI.DATA�(800.654.3282).3

1��Letter-size�sheets.�Published�performance�results�based�on�laboratory�testing.��
Individual�results�may�vary.�

2��Based�on�ITU-T�Test�Chart�#1.�
3��Available�in�the�U.S.�and�Canada�only.�
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Specifications�are�subject�to�change�without�notice.

©�2008�Oki�Data�Americas,�Inc.�OKI�Reg.�T.M.,�M.D.,�OKIcare,�OkiLAN�Reg.�T.M.,�Oki�Electric�Industry�Co.,�Ltd.�Single�Pass�Color�T.M.�and�design�Reg.�T.M.,�Oki�Data�Corp.�EFI,�Fiery�Reg.�
T.M.,�ColorWise,�Command�WorkStation,�SpotOn,�Hot�Folder�T.M.�EFI�Inc.�PANTONE�Reg.�T.M.,�PANTONE�Calibrated�T.M.,�PANTONE,�Inc.��Adobe,�PostScript,�Acrobat�Reg.�T.M.,�Postscript�3��
T.M.,�Adobe�Systems�Inc.�Microsoft,�Windows,�Windows�NT�Reg.�T.M.,�Microsoft�Corp.�PCL,�Reg.�T.M.,�Hewlett-Packard�Co.�Apple,�Mac,�ColorSync�Reg.�T.M.,�Apple�Inc.�Intel�Reg.�T.M.,�Intel�
Corp.�ENERGY�STAR�Reg.�T.M.,�U.S.�EPA.�USB-Logo�T.M.�Universal�Serial�Bus�Implementers�Forum,�Inc.��

Printed�in�the�USA�� MS15902/0708
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Printer
•	 Print Speed: Up to 36 ppm Color; up to 40 ppm Monochrome 

(Letter-size); Up to 55 ppm Color/Monochrome (#10 Envelopes)
•	 Processor: EFI®�X8e� 1� GHz� Intel®� Celaron®
•	 File Storage: 40 GB Hard Disk Drive
•	 Print Resolution: True 1200 x 1200 dpi (with HD color 

technology)
•	 Print Technology: CMYK LED Technology
•	 Duty Cycle: Up to 150,000 pages per month
•	 Connectivity: RJ-11, RJ-45; USB v2.0
•	 Network I/F: OkiLAN® 10/100 Base-T Internal Ethernet Print 

Server Standard
•	 Emulations: PCL®� 5c,� PCL �6; �Adobe®� PostScript 3 standard
•	 Operating Systems: Stand-alone and network - Windows Vista® 

(32/64-bit), XP (32/64-bit), 2003 Server (32/64-bit), 2000; Mac® 
OS X 10.4.3 and higher

•	 Resident Scalable Fonts: 136 Adobe Postscript fonts; 45 PCL fonts
•	 Bitmap (PCL) Fonts: Line printer, OCR-A and OCR-B

Networking
•	 Auto Protocol and Port Switching
•	 IPv6 Support and SSL Support: IP over SSL, LDAP over SSL
•	 SNMP v3 Support
•	 Auto IP: DHCP and BOOTP
•	 NDS and SMB Support
•	 AppleTalk® and NetWare 6 Compliant: IPP, NDDS gateway 

printing, point-and-print
•	 Port 9100 (with BiDi Support)
•	 IPP Support
•	 Bonjour Support (formerly Rendezvous)

System Memory
•	 Standard/Maximum Imaging RAM: 1 GB
•	 Image Processing RAM: 384 MB

Enviromental
•	 HxWxD without Feeder: 54.88” x 26.48” x 34.59” 
•	 HxWxD with Feeder: 108” x 26.48” x 34.59”
•	 Power Consumption:  Typical 750W, Peak 1500W, Idle 200W 

(average), Power Save Mode: <80W
•	 ENERGY STAR® Compliance: Yes

Color Controls
•	 Ink Simulations: SWOP®, Euroscale and others
•	 Color Matching Modes: sRGB, Monitor simulations
•	 Spot Color Matching: PANTONE® Color Matching System (Spot-

On Fiery Add-on) - Standard
•	 Color Management: EFI ColorWise Pro Tools; provides 

calibration, and the ability to manage input/output profiles
•	 EFI Fiery Technology: ColorWise Pro Tools; Freeform (Variable 

Data)

Paper Handling - Trays
•	 Paper Sizes: Min 3” x 5”; Max 12” x 18”
•	 Printer Paper Input: 1,060 sheets standard (2 x 530-sheet tray)
•	 Paper Weight: Trays 1 thru 2 - 17 lb. bond-80 lb. cover (64-216 

gsm); duplex - 20 lb. bond-65 lb. cover (75-188 gsm) for letter and 
tabloid sheets

•	 Automatic Duplexer: 2-sided printing standard
•	 Paper Output: Face-down stacker 500 sheet capacity

Feeder/Conveyor
•	 Paper Input Capacity: Up to 1,000 sheets/envelopes
•	 Envelope Sizes: Min 3” x 5”; Max 10” x 13”
•	 Paper Sizes: Min 3” x 5”; Max 12.9” x 19”
•	 Paper Weight: 17 lb. bond-170 lb. index (64-307 gsm)
•	 Paper Output Capacity: Up to 1000 envelopes

Consumables
•	 Refer to proposal for details

Technical Specifications


